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“When only the best will do, make sure it’s SuperPro Blue”

Innovators, not imitators

Link Pin Bushings

Replacement Rods

Polyurethane Solid Bar
All parts 300mm long & available in four different 
hardness ratings:  70, 80, 90 & 95 (70 being the 
softest).  NB: Please quote hardness when 
placing order.

SPROD1-_ _ OD Approx. 25mm

SPROD1.5-_ _ OD Approx. 38mm

SPROD2-_ _ OD Approx. 50mm

SPROD2.5-_ _ OD Approx. 63mm

SPROD3-_ _ OD Approx. 75mm

SPROD4-_ _ OD Approx. 98mm

Bump Stop Mounts

Polyurethane Bushing Grease

Part # WPGREASE:  1 x 10g Sachet

Part # WPGREASEBULK:  100 x 100g Sachet

Part # WPTUB:   1 x 500g tub

Twelve months of extensive research and 
development has gone into SuperPro’s bushing 
grease – specifi cally engineered to compliment 
the already outstanding performance of our 
polyurethane suspension bushings. The 
environmentally-friendly grease requires sparse 
application, making it cost effective to user.  It 
offers nil-penetration into polyurethane, resulting in 
zero breakdown of the bushing, in turn providing 
consistent lubrication and exceptional wear-life.

• 12 months extensive R & D

• Nil Penetration into Polyurethane

• Nil Polyurethane breakdown

• Increased life span of bushings

• Water Proof Capabilities

• Consistent lubrication

• Specifi cally designed for Polyurethane

For full up-to-date listings 
of these product groups 

go to our website
(Technical Info section):

www.superpropoly.com 




